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P.O. Box 169
King George, VA 22485 JASON M. PAULEY
Telephone: (540) 775-3321 Landfill Superintendent
FAX: (540) 775-3706

Memorndum

To: Tom Harris, County Administrator

From: Jason M. Pauley, Landfill Superintendent 2
Date: 10/19/99

Re: Results and Explanation of Recent Random Analysis of CCB

As mentioned in my last report on CCB dated 10/12/99, 1 have requested that an extra sample
ofCCB be analyzed. The results were received by my office late yesterday afternoon and
reviewed today. The results are consistent the previous lab reports that have been received
by the County to date. The results show that the ash is safe for use at our landfill facility.

The Virginia DEQ as well as the United States EPA determine if a material safe for disposal
at solid waste landfills by requiring an analysis called Toxicity Characteristic Leaching
Procedure, or commonly known as TCLP. This analysis procedure was performed on the
CCB on 11/12/98, 05/27/99, and 10/15/99. Each analysis showed the CCB to be well within
the established guidelines.

The analysis procedure that looks for Sulfur and other elements is not required to determine
the safety of a material for disposal. The Birchwood Power Plant does perform this type of
analysis once a year from a composite sample that is taken over six month period of time.
The long sampling period ensures a representative sample of the CCB. Since the opening of
the Birchwood Plant, four samples have been analyzed under this method. The analysis
report received yesterday is consistent with all three previous elemental analysis reports. The
indicator element that we have been looking at is Sulfur, which has had an average
concentration of 4.4%.

To be more specific, the analysis results for Sulfur were as follows: 10/18/99,5.09%;
11/19/98,4.11%; 02/04/97,2.91%; 11/01/96,5.48%. The 4.4% mentioned above is the
average of these results.


































































